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Karizma Elektronik

Hakkimizda

Fabrikamiz 2000 m2 lik kapali alanda, elektronik dizgi atolyesi,
elektronik montaj atolyesi, kablo gruplama atolyesi ve kablo Uretim
atolyesine sahiptir. Bu islemleri biinyesinde 26 tretim elemant,
4 elektronik mihendisi, 4 kalite personeli, 2 Elektronik Ar-Ge
mihendisi ve 8 ofis personeli ile gerceklestirmektedir.

Firmamiz 1S0 9001 kalite sistem belgesi almis ve tim kurumsal
yonetim ERP sistem uygulamasina gecmistir.

Fabrikamizin SMD ve Dip Uretim hatti kursunsuz tretim teknolojisine
sahiptir. Uriinlerimizde kullandigimiz malzemeler diinyaca kabul
gormis, kalitesi-onaylanmis belgeli markalardan secilmektedir.

Firmamiz; Profesyonel ekibi, Ustin tasarimlari ile LED Urunleri
Uretmeye devam etmektedir.

Uretimdeki amacimiz, uluslararasi standartlara uygun imalatlarin
devam ettiritmesidir.

About Us

Our factory has 2000 m2 closed area of electronic typesetting workshop,
electronic workshop of cable harnesses and cable assembly workshop
has a production studio. This process of production within the 26
element, 4 electronic engineers, 4 quality staff, 2 electronic R & D
engineer, 8 office staff conducts.

Our company received the I1SO 9001 quality system certification and has
passed all the corporate governance of ERP system implementation.

Lead-free production technology, our factory has a production line
of SMD and DIP. World-recognized brands in the quality of materials
used in products selected from an approved certificate.

Our company is a professional team will continue to produce superior
designs and LED products.

Productions with international standards in production way is to
carry our goal.

Power Supply

Prod ode e D Outp e o oltage o e Prud eque Powe
ENR-35-05 SV 7A B\ 7A 100-240VAC 0.35A/230VAC %76-115VAC 47-63Hz 35W
ENR-50-05 5V 10A 5V 10A 100-240VAC 0.35A/230VAC %76-115VAC 47-63Hz 50W
ENR-100-05 5V 20A 5V 20A 100-240VAC 0.35A/230VAC %76-115VAC 47-63Hz 100W
ENR-35-12 12V 3A 12V 3A 100-240VAC 0.35A/230VAC %76-115VAC 47-63Hz 35W
ENR-50-12 12V 4.2A 12V 4.2A 100-240VAC 0.35A/230VAC %76-115VAC 47-63Hz 50W
ENR-100-12 12V 8.5A 12V 8.5A 100-240VAC 0.35A/230VAC %76-115VAC 47-63Hz 100W
ENR-150-12 12V 12.5A 12V 12.5A 100-240VAC 0.35A/230VAC %76-115VAC 47-63Hz 150W
ENR-200-12 12V 16.5A 12V 16.5A 100-240VAC 0.35A/230VAC %76-115VAC 47-63Hz 200W
ENR-350-12 12V 26A 12V 29A 100-240VAC 0.35A/230VAC %76-115VAC 47-63Hz 250W
ENR-35-24 24V 1.5A 24V 1.5A 100-240VAC 0.35A/230VAC %76-115VAC 47-63Hz 35W
ENR-50-24 24V 2A 24V 2.1A 100-240VAC 0.35A/230VAC %76-115VAC 47-63Hz 50W
ENR-100-24 2LV 4.1A 24V 4.5A 100-240VAC 0.35A/230VAC %76-115VAC 47-63Hz 100W
ENR-150-24 24V 6.5A 24V 6.5A 100-240VAC 0.35A/230VAC %76-115VAC 47-63Hz 150W
ENR-200-24 24V 8.3A 24V 8.3A 100-240VAC 0.35A/230VAC %76-115VAC 47-63Hz 200W
ENR-350-24 24V 13.3A 24V 14.6A 100-240VAC 0.35A/230VAC %76-115VAC 47-63Hz 250W
ENR-150-48 48V 3.2A 48V 3.2A 100-240VAC 0.35A/230VAC %76-115VAC 47-63Hz 150W
ENR-200-48 48V 4.2A 48V 4.2A 100-240VAC 0.35A/230VAC %76-115VAC 47-63Hz 200W
ENR-350-48 48V 7.3A 48V 7.3A 100-240VAC 0.35A/230VAC %76-115VAC 47-63Hz 250W
1xTW 3XTW 7x1W 12x1 W
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Helmet Led

Led WallWasher

OZELLIKLER

od Re ed A Dalga Bo olta TECHNIC DATA

Prod ode olo Degree aveleng oltage Powe eKorozyona dayanikli aliminyum gévde -Corrosion-resistant aluminum body

KNT-4W WHITE 120 8500K 12VvDC 0,68-0,8 eZarif gorinim - yliksek verim -The elegant appearance-high efficiency

KNT-4WW WARM WHITE 120 3200K 12VvDC 0,68-0,8 eDislk enerji tiketimi -Low energy consumption metal feet

KNT-4R RED 120 630nm 12VDC 0,68-0,8 *180° Hareket edebilen govde -180 'movable body

KNT-4Y YELLOW 120 617nm 12VDC 0,68-0,8 ¢|P65 Sinifi Koruma -IP 65 protection class

KNT-4B BLUE 120 470nm 12VDC 0,68-0,8

KNT-4G GREEN 120 535nm 12VDC 0,68-0,8 Uriin Kodu Led Adet Olgiiler Voltaj clife

12 VDC 0,68-0,8 Product Code Of Leds Size Voltage (VDC) Power (W)
ENR-WW-18W COLD WHITE 15-120 18*1W 504x108x60 1800 20-30 1
ENR-WW-18WW WARM WHITE 15-120 18*1W 504x108x60 1350 20-30 1
O\/\/e r e ENR-WW-18R RED 15-120 18*1W 504x108x60 810 20-30 1

ENR-WW-18A AMBER 15-120 18*1W 504x108x60 810 20-30 1
ENR-WW-18B BLUE 15-120 18*1W 504x108x60 270 20-30 1
ENR-WW-18G GREEN 15-120 18*1W 504x108x60 810 20-30 1
ENR-WW-18RGB RGB 15-120 18*1W 504x108x60 900 20-30 1
ENR-WW-36WW COLD WHITE 15-120 36*1W 1004x108x60 3600 20-30 2
ENR-WW-36WW WARM WHITE 15-120 36%1W 1004x108x60 2700 20-30 2
ENR-WW-36R RED 15-120 36*1W 1004x108x60 1620 20-30 2
ENR-WW-36A AMBER 15-120 36*1W 1004x108x60 1620 20-30 2
ENR-WW-36B BLUE 15-120 36*1W 1004x108x60 540 20-30 2
ENR-WW-366G GREEN 15-120 36%1W 1004x108x60 1620 20-30 2
ENR-WW-36RGB RGB 15-120 36*1W 1004x108x60 1800 20-30 2

Uriin Kodu Led Aci Dalga Boyu

Product Code Degree Wavelength

SPE-KPW1 13.0x8.0x5.0 120 5000-8000k 65-75 3.40-4.0 350

SPE-KWWI1 13.0x8.0x5.0 120 3500k 60-65 3.40-4.0 350

SPE-KOR1 13.0x8.0x5.0 120 620-630nm 30-40 2.60-3.5 350

SPE-KSY1 13.0x8.0x5.0 120 585-595nm 30-40 2.60-3.5 350

SPE-KHB1 13.0x8.0x5.0 120 460-470nm 10-18 3.30-4.0 350

SPE-KPG1 13.0x8.0x5.0 120 520-530nm 60-75 3.30-4.0 350
OZELLIKLER TECHNIC DATA
eKorozyona dayanikli aliminyum gévde -Corrosion-resistant aluminum body
eZarif gorinim - ylksek verim -The elegant appearance-high efficiency
eDisik enerji tiketimi -Low energy consumption metal feet
*180° Hareket edebilen gévde -180 'movable body
¢|P65 Sinift Koruma -IP 65 protection class
Uriin Kodu Led Adet Parlaklik Voltaj Guc
Product Code Color Of Leds Brightness Voltage (VDC) Power (W)
ENR-WWP-36W COLD WHITE 15-120 36*1W 3600 20-30 2
ENR-WWP-36WW WARM WHITE 15-120 36*1W 2700 20-30 2
ENR-WWP-36R RED 15-120 36%1TW 1620 20-30 2
ENR-WWP-36A AMBER 15-120 36*1W 1620 20-30 2
ENR-WWP-36B BLUE 15-120 36*1W 540 20-30 2
ENR-WWP-366G GREEN 15-120 36*1W 1620 20-30 2
ENR-WWP-36RGB RGB 15-120 36%1TW 1800 20-30 2




Flexible Led Strip (3528)

PIR Sensor

OZELLIKLER

Dusuk enerji tiketimi, yiksek verimlilik ve uzun émdir,

Genis ac1, 120° yiksek parlaklikta LED.

SMD teknoloji, PCB tzerinde bakir sogutma yiizeyi.

Her modiilde sabit akim kaynag,

10-16 VDC arasi calisma gerilimi, sabit 1sik siddeti.

Esnek, montaj kolayligl, her noktadan eklenebilme ve sckiilebilme 6zelligi.
Neme Dayanikli

TECHNIC DATA

Low energy consumption, high efficiency and long life.
120 degrees wide angle high brightness LED.

SMD technology. PCB copper surface cooling.
Integrated current source to stabilize.

10to 16 VDC operating range. Constant light intensity.

Flexible, easy installation, easy expandable, removable modular structure.

Moisture resistant.

od Re Dalga Bo ed Ade Parla olta
Prod ode olo aveleng Brig € oltage (VD Powe
FLX-40WW COLD WHITE 8500 K 300LED/5 MT 600 12 1.7-2
FLX-40WP WARM WHITE 3200 K 300LED/5 MT 450 12 1.7-2
FLX-40RC RED 630 nm 300LED/5 MT 450 12 1.7-2
FLX-40YC YELLOW 617 nm 300LED/5 MT 450 12 1.7-2
FLX-40BC BLUE 470 nm 300LED/5 MT 300 12 1.7-2
FLX-40GC GREEN 535 nm 300LED/5 MT 500 12 1.7-2

Flexible Led Strip (5050]

PIR SENSOR

e Calisma voltaji 3-12volt

e Bekleme sliresi 20 sn.

e Mesafe minimum 3 mt.

e Cikis akimi 2 amper

¢ Opsiyonel bekleme siiresi

Touch Sensor

PIR SENSOR

e Operating voltage V 3-12

e Waiting time 20 seconds

e Distance minimum 3 mt.

e Output current 2 ampere

e Optional cooling- off period

DOKUNMATIK SENSOR

e Acma kapama ozelligi

e Dimmer ozelligi

* Ahsap - metal - ayna - cam da kullanma dzelligi
e Calisma voltaji 12 volt

e Cikis akimi 2 amper

IR Sensor

TOUCH SENSOR

e On off characteristic

e Dimmer feature

e Wood - metal - plate - glass or capability
¢ Operating voltage 12 volt

e Output current 2 amper

OZELLIKLER

Distik enerji tiketimi, yiksek verimlilik ve uzun émdir,

Genis acl, 120° yuksek parlaklikta LED.

SMD teknoloji, PCB tzerinde bakir sogutma yiizeyi.

Her modiilde sabit akim kaynag,

10-16 VDC arasi calisma gerilimi, sabit 1sik siddeti.

Esnek, montaj kolayligi, her noktadan eklenebilme ve sckiilebilme 6zelligi.
Neme Dayanikli

Uriin Kodu Dalga Boyu
Product Code Wavelength
FLX-60WW COLD WHITE 8500 K
FLX-60WP WARM WHITE 3200 K
FLX-60RC RED 630 nm
FLX-60BC BLUE 470 nm
FLX-60GC GREEN 535 nm
FLX-60RGB RGB

TECHNIC DATA

Low energy consumption, high efficiency and long life.
120 degrees wide angle high brightness LED.

SMD technology. PCB copper surface cooling.
Integrated current source to stabilize.

10 to 16 VDC operating range. Constant light intensity.

Flexible, easy installation, easy expandable, removable modular structure.

Moisture resistant.

Led Adet Voltaj Guc

Of Leds Voltage (VDC) Power (W)
150 ADET/5 MT 12 2.6-3

150 ADET/5 MT 12 2.6-3

150 ADET/5 MT 12 2.6-3

150 ADET/5 MT 12 2.6-3

150 ADET/5 MT 12 2.6-3

150 ADET/5 MT 12 2.6-3

YAKLASIM SENSORU

e Ahsap - metal - ayna - cam da kullanma 6zelligi
e Calisma voltaji 3 - 12 volt

e Cikis akimi 2 amper

* Mesafe 12 - 22 cm

IR SENSOR

e Wood - metal - plate - glass or capability
e Operating voltage 3 - 12 volt

e Output current 2 amper

e Distance 12 - 22 cm







